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A20.1 Updates
June 2001
First Issue

A20.2
 Introduction
In normal use the treatment waveforms are sent to the patient through the head harness. The energy must travel through the body to be used where it is needed. Localised treatment is possible when the head harness is placed near a focal area e.g. for the treatment of Fibrositis in the shoulder or a lesion when using the degeneration program.

The roller and point probes enable the energy to be even more focused and thus potentially more effective. The power does not have so far to travel. A jet of water from a hose will clean an area on the wall of a swimming pool if it applied locally rather than having to travel through a mass of water first. Note however that this is not the whole picture: more is not necessarily better. The energy wave is subtle and it is the form rather than the power that is important. Appyling locally means that the frequencies are not absorbed en route and more available for the specific aspect selected.

Within the test and dental screens it is possible to direct output to the point probe for any item in the test matrix. Within dental and Body Scan/Face Therapy specific therapies are available.

Some areas of application include:

	Probe
	Roller

	Dental: Infection

             Small cavity repair assist

             Gingivitis
	Cellulite 

General facial

	General: any item from the test matrix

               (3 sec or 3 min zap)
	Warts

Aging lines

	Mouth and tongue ulcers
	

	Warts
	

	Any item in the test matrix
	Any item in the test matrix

	Any therapy after the probe is activated in the test matrix
	Any therapy after the probe is activated in the test matrix

	Energise water
	


Safety Note re Power Settings

The double power facility in the main test screen and dental has an effect on the probe. Please be safe and use appropriately.
Is the harness also active
The harness continues to stay active when the probe is active. The wave form goes through both outputs. Since the QX is putting out low energy wave forms, mainly of homeopathics, then the power is not reduced in the head harness channel. The inputs and autofocus continues to operate. There is no need to remove the harness-this will also deliver the treatment so that any other parts of the client that want some of the healing pattern will benefit. There will be treatment effect through both routes: the harness is not disabled.

A20.3 
Connection

A20.3.1
 For Treatment
The devices plug into the red output on the rear of the harness interface box. The box must be connected to the computer and be powered (batteries or mains-adapter) for operation.

CONNECT TO THE RED ONLY

The multipin cable from the

The miltipin cable to the printer connects here 
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computer connects here
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A20.3.2
 For Testing

The black input has been present on all QX harness boxes for using external remedy trays or in early devices an external test plate (integrated onto the white box in later versions as the metal panel on top). This is designed to test the patient reactivity to an item which is not in the test matrix.

IT IS NOT POSSIBLE AT PRESENT TO USE THIS INPUT FOR PROBE TESTING OF SPECIFIC LOCAL AREAS.

A20.4
Clasp32 Program Access Points

The principle of use is 

1. Enable-activate the point probe (or roller)

2. Select the treatment that you want to pass through the probe.

The following screens have specific activation facilities:

	Screen
	Route
	Display

	Test 
	Treatments / Activate Point Probe
	Point probe Active (top right of screen). The probe or roller will stay active for all subsequent treatments or therapies.

	
	Treatments / Deactivate Point Probe
	Deactivates the probe/roller

	Dental
	Therapies
	Specific Therapies:

Cavity Zap Point Probe

Restore tooth Point Probe

Gingivitis Point Probe

	Body Scan and Face Therapy
	Test / Programs / Body Scan and Face Therapy / Skin Rejuvenation
	Specific Therapies:

Point Probe Warts

Point Probe Spots

Point Probe Lines

Point Probe Cellulite


A20.4.1
Test Screen Facilities

Once activated any of the following treatments will pass via the point probe in addition to the harness.

There is no need to remove the harness-this will also deliver the treatment so that any other parts of the client that want some of the healing pattern will benefit. There will be treatment effect through both routes: the harness is not disabled.

· Treat (select 3 sec or 3 min via Zap/Unzap as always)- set the point probe under Treatments drop down.

· Zap Mode List-this has 6 items from the bottom “Point probe Zap active”

· Energise Water (Treatments/Energize water from QXCI/point probe). There is also now available a coil that will impart “spin” to the water.

· It is possible to treat any main matrix from the dental program as well. See A20.4.2.

· Any therapy after the probe (or roller) is activated (e.g. spinal). This means that the roller can be used to go down the spine. The point probe can be used on specific acupuncture points.

There is no feedback of energetic rectification.

A20.4.2
Dental
The request from dentists was the original thrust behind the development of the probe.

Screen Access

Test Screen / Programs / Dental

On access there will be a message
“You Must start Info Exchange First”

Go to Information drop down, click on this and the “Start Info Exchange”. This loads the scores from the test matrix into the dental screen. There is no “windows interrupted” message and thus no re-testing occurs at this point.

Point Probe Access
Therapies drop down list

This accesses both some specific dental treatments and the facility to use the point probe on any item in the main test matrix.

There is also a Double and normal power selector: use with care and be aware that there is no message about which one is selected. Please be safe and just use normal power unless there is a specific need.

The dental specific treatments will run for 1 minute and cover:


Cavity Zap Point Probe: treats the infective agents


Restore tooth Point Probe: facilitates small cavity repair


Gingivitis Point Probe: treats gum disease

For dentists there are some special tools (1 cm diameter flat disc, sharper point probe, hoop which can go right around a tooth) which attach to the probe tip.Be aware of local legislation which may restrict what you are allowed to do or claim.

Click on the topic from the list: a message will appear. Click OK. The therapy will run for 1 minute with a windows interrupt message. The mouse will freeze.

To treat any main matrix item select the item, then “Point Probe Amplification from main matrix”. The same process as above will ensue. There is no feedback of energetic rectification.

A20.4.2
Body Scan and Face Therapy


Screen Access

Test Screen / Body Scan and Face Therapy / Skin Rejuvenation

Point Probe Access
via specific buttons for:




Point Probe Warts

Point Probe Spots

Point Probe Lines

Point Probe Cellulite

Clicking any of the above buttons will initiate a “Point Probe Amplification Active” message panel. Click OK for a 1 minute therapy. The timer has no effect.
A20.5
Some Protocols
This seems very bare! Please contribute.

Facial: 
· Roll the whole face, thrice on each side.

· Move the point probe along the wrinkle lines.

Cellulite
· Use firm pressure to roll towards the groin.
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